
POLYPROPYLENE, HYDRAULICALLY-DRIVEN, 2 IN & 3 IN.
Series 9342P and 9343P

  Housing: 2"x2" or 3" X 3" Polypropylene
  Pump Seals: EPDM Mechancial
  Suction lift: 25 ft./7.62 m
  Poly impeller with stainless steel insert

9343P-GM6-SP

9342P-HM_C-5SP

Model 
Number

Max 
GPM

Max 
LPM

Max 
PSI

Max 
BAR Port Size Engine Mfg. 

& HP
9343P-GM6-SP 450 1703 52 3.6 3”x 3” NPT Hydraulic

9343P-GM6Y-SP* 450 1703 52 3.6 3”x 3” NPT Hydraulic
9343P-GM10-SP 484 1832 58 4.0 3”x 3” NPT Hydraulic

9343P-GM10Y-SP* 484 1832 58 4.0 3”x 3” NPT Hydraulic
9343P-GM6Y-SP-001 484 1832 58 4.0 3”x 3” FLANGE Hydraulic

3430-0692 Pump head kit with EPDM seal
3430-0692-02 Pump head kit with EPDM seal and 3" UF ïttings

3430-0757 EDPM seal kit
3430-0838 Viton seal kit
3410-0042 Cam lock kit

ORDER INFORMATION 2" HYDRAULICALLY-DRIVEN ORDER INFORMATION 3" HYDRAULICALLY-DRIVEN

9343P-GM6-SP      US UNITS  

9343P-GM10-SP US UNITS  

9343P-GM6-SP METRIC UNITS  

9343P-GM10-SP METRIC UNITS  

Performance Feet 0 12 23 35 46 58 69 81 92 104 116 127
PSI 0 5 10 15 20 25 30 35 40 45 50 55

8 gal/min GPM 342 316 284 240 176 67 - - - - - -
9 gal/min GPM 378 355 327 294 252 194 103 - - - - -
10 gal/min GPM 414 394 371 345 314 276 227 155 52 - - -
11 gal/min GPM 450 433 414 392 368 340 307 265 210 128 28 -

Performance
Feet 0 12 23 35 46 58 69 81 92 104 116 127
PSI 0 5 10 15 20 25 30 35 40 45 50 55

12 gal/min GPM 364 340 310 274 227 157 46 - - - - -
13 gal/min GPM 391 368 342 312 275 227 158 55 - - - -
14 gal/min GPM 415 395 373 348 318 282 236 170 74 - - -
15 gal/min GPM 445 426 406 383 357 327 292 247 187 102 7 -
16 gal/min GPM 484 466 446 425 401 374 344 309 266 211 139 47

Performance
m 5.1 10.2 12.8 15.3 17.9 20.4 23.0 25.5 28.1 30.6 33.2 35.7

BAR 0.50 1.00 1.25 1.50 1.75 2.00 2.25 2.50 2.75 3.00 3.25 3.50
30 l/min LPM 1110 885 730 495 145 165 - - - - - -
35 l/min LPM 1335 1180 1085 970 825 630 345 35 - - - -

40 l/min LPM 1545 1425 1355 1270 1185 1080 960 805 600 325 45 -

Performance
m 5.1 10.2 12.8 15.3 17.9 20.4 23.0 25.5 28.1 30.6 33.2 35.7

BAR 0.50 1.00 1.25 1.50 1.75 2.00 2.25 2.50 2.75 3.00 3.25 3.50
45 l/min LPM 1225 1045 925 775 560 250 43 - - - - -
50 l/min LPM 1390 1240 1150 1045 920 760 540 255 -24 - - -
55 l/min LPM 1535 1405 1335 1255 1165 1060 935 780 575 310 35 -
60 l/min LPM 1730 1610 1540 1470 1390 1305 1215 1105 985 840 665 445

Model Number Max 
GPM

Max 
LPM

Max 
PSI

Max 
BAR Port Size Motor 

Capacity

9342P-HM1C-5SP 200 757 58 40 2" x 2" NPT 10 gpm

9342PV-HM1C-5SP 200 757 58 40 2" x 2" NPT w. 
Viton 10 gpm

9342P-HM1C-5USP 206 780 60 41 2" x 2" FLANGE 11 gpm

9342P-HM5C-5SP 206 780 60 41 2" x 2" NPT 11 gpm

9342P-HM5C-5USP 206 780 60 41 2" x 2" FLANGE 11 gpm

9342PV-HM5C-5SP 206 780 60 41 2" x 2" NPT w. 
Viton 11 gpm

3430-0690 Pump head kit for HM1C with EPDM seal

3430-0691 Pump head kit for HM5C with EPDM seal

3430-0946 Pump Head kit with 2" FLANGES EPDM seals

3430-0635 EPDM seal kit

3430-0659 Viton seal kit

3410-0041 Cam lock kit

9342P-HM5C-5SP  METRIC UNITS

9342P-HM1C-5SP  METRIC UNITS9342P-HM1C-5SP  U.S. UNITS

Hyd. Flow 
GPM

GPM at 
0 PSI

GPM at 
10 PSI

GPM at 
20 PSI

GPM at 
30 PSI

GPM at 
40 PSI

GPM at 
50 PSI

GPM at 
60 PSI

9 175 154 123 84 0
10 192 174 149 118 76 0
11 206 189 169 145 117 79 0

Hyd. Flow 
LPM

LPM at  
0 BAR

LPM at 
0.7 BAR

LPM at 
1.4 BAR

LPM at 
2.1 BAR

LPM at 
2.8 BAR

LPM at 
3.4 BAR

LPM at 
4.1 BAR

34.1 662 582 467 316 0
37.9 727 658 562 446 288 0
41.6 780 717 639 550 442 299 0

LPM at 
0 BAR

LPM at 
0.7 BAR

LPM at 
1.4 BAR

LPM at 
2.1 BAR

LPM at 
2.8 BAR

LPM at 
3.4 BAR

LPM at 
4.0 BAR

30.3 625 549 463 358 215
34.1 700 630 547 449 325 0
37.9 757 695 620 534 433 301 0

GPM at 
0 PSI

GPM at 
10 PSI

GPM at 
20 PSI

GPM at 
30 PSI

GPM at 
40 PSI

GPM at 
50 PSI

GPM at 
58 PSI

8 165 145 122 95 57
9 185 166 144 119 86 0
10 200 184 164 141 114 80 0

9342P-HM5C-5SP  U.S. UNITS

FEATURES:

63


