
AQUA-TIGER - 12-VOLT CENTRIFUGAL PUMP
Model 9700B and 9700S

  12-volt DC motor drive

  Port sizes: 3/4" NPT inlet, 3/4" NPT outlet
  Max. fluid temperature: 140°F/60°C
  Housing: bronze or stainless steel
  Impeller: bronze (9700B) or stainless steel (9700S)
  Seal: lip-type Viton (9700B); mechanical (9700S)
  Weight: 6 lbs./2.7 kg

9700B, 9700S – 13.5 VDC (ALTERNATOR ENGINE RUNNING) U.S. UNITS

2 PSI 3 PSI 4 PSI 5 PSI 6 PSI 7 PSI

GPM AMPS GPM AMPS GPM AMPS GPM AMPS GPM AMPS GPM AMPS

16.9 5.3 14.0 5.0 12.5 4.9 10 4.9 6.5 4.1 2.7 3.7

9700B, 9700S – 13.5 VDC (ALTERNATOR ENGINE RUNNING) METRIC UNITS

0.14 BAR 0.21 BAR 0.28 BAR 0.34 BAR 0.41 BAR 0.48 BAR

LPM AMPS LPM AMPS LPM AMPS LPM AMPS LPM AMPS LPM AMPS

62 5.3 53 5.0 47 4.9 38 4.9 25 4.1 10 3.7

Model Number Max GPM Max LPM Max PSI Max BAR Max 
Draw

9700B 19 72 7 0.48 11 Amps

9700S 19 72 7 0.48 11 Amps

ORDER INFORMATION
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